
Power: 
Potenza

Tensione

Piatto porta abrasivi

Capacità serbatoio acqua

Peso netto senza accessori

Peso lordo

Dimensioni

Velocità piatto              

1ph. 3kW (4HP)/2.2kW (3HP)
1ph.      2.2kW (3HP) 

 Voltage   230V 50-60Hz 

Abrasive
Ø 300 mmholding plate

Plate speed
 1- 150rpm - 141m/min
 2- 351rpm - 330m/min
 3- 439rpm - 413m/min
 4- 527rpm - 496m/min 

Water tank capacity 26 l

Dimensions LM30-CE:   500x995x945 mm

Net weight LM30-CE:   90 kgwithout accessories

Gross weight LM30-CE: 110kg

ACCESSORIES PROVIDED
1 Abrasive holding plate

Plastic splash guard ring
Squeegee
Service wrenches

ACCESSORI IN DOTAZIONE
1 Piatto porta abrasivi
Molla ammortizzatrice
Anello paraschizzi
Spatola gommata

Grinding-polishing machines for marble, terrazzo, 
concrete and similar floors. 

•  Sturdy and compact structure.
• Avaliable with Prismatic, Frankfurt or Comma type

    abrasive holding plate.
• Machine level adjustment by eccentric wheel axis.
• Aluminium tank with epoxy powder finish.

Thanks to the optional planetary head LM30 is suitable
for granite and hard stone too.

LM30-VE: 500x995x1300 mm

LM30-VE: 100 kg

LM30-VE: 120 kg

Shock absorbing spring

Chiavi di servizio

LM30-CE:     439rpm - 413m/min
LM30-VE: 

LM30-VE: 
LM30-CE: 

• Optional single head driving plate (LM30-VE).

LM30-CE/VE

A FRANKFURT
B PRISMATIC (CASSANI)
C COMMA (VIRGOLA)

Planetary head
Testa planetaria

Driving plate
Piatto trascinatore
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Tel. +39 0541-387066 Fax +39 0541-389058
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www.achilli.com

Levigatrici per pavimenti specifiche per marmo, terrazzo, 
cemento e simili. Grazie alla testa planetaria opzionale

•

  

Struttura robusta e compatta.

•

  Disponibile con piatto porta abrasivi tipo Cassani, Frankfurt o 
   virgola.
•

  Regolazione del piano macchina per mezzo di asse ruote 
   eccentrico.

è adatta anche per lavorare granito e pietre dure. 

  Serbatoio acqua in alluminio verniciato con polvere epossidica.

  

•
  Piatto trascinatore monospazzola opzionale (LM30-VE).•

LM30-CE

LM30-VE


